MERRY-LINK

SP60(RGB)

Color changing by IR remote controller

R/G/B can be adjusted individually with 20-scale

May store up from decide the colors or mode and recall anytime
Support AC synchronous color changing

Marquee Lighting effects has built-in.
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MTBF (Mean Time Between Failure) OF LED LIGHT SOURCE

25 234,000 85 29,500
30 191,000 90 25,700
35 157,000 95 22,300
40 129,000 100 19,500
45 107,000 105 17,100
50 90,000 110 15,100
55 75,000 115 13,300
60 64,000 120 11,700
65 54,000 125 10,500
70 46,000 130 9,300
75 39,600 140 7,500
80 34,000 150 6,000
Log(Life) = %3 (Life means the time of light output becomes 70% )
Color / Mode [Heat Sink Temp(‘C)MNote1)| Tj(*C) of LED | Life of LED source (hours)
White (R+G+B) 70 95 22,000 (Note2)
41 66 52,000
Orange 47 72 43,000
Yellow 53 78 36,000
Green 41 66 52,000
41 66 52,000
47 72 43,000
47 72 43,000
Strobe 47 72 43,000
Fading 41 66 52,000
Smooth Flow 47 72 43,000

Notel: Measure at room tempertaure 25
Note2: Don't use this RGB lamp as white light lamps, because the high heat will reduce the life
time of the light surce, and might cause to its damage.
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Height (m) Diameter (m) Height (m) Diameter (m)
30°
1 45 lux 0. 54m 1 0. 54m
2 / \ 1.07m 2 1.07m
3 / \ 1.61m 3 1.61m
4 2. 14m 4 2. 14m
G
Height (m) Diameter (m)

1 0. 54m

2 1.07m

3 1.61m

4 2. 14m
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Output: AC12V stable AC signal
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Note:

1. Make sure the transformer’s output voltage-Vrms do not exceed 13V
as this will damage the LED SP60 built-in circuitry.

2. Do not use this product with ambient temperature over 40 C.

3. This product should only be used in a well ventilated condition. Do
not install this product within an airtight lighting fixture.

4 Some electronic transformers may cause flickering phenomenon
due to insufficient electronic power supply.

5. Please do not take apart any parts of this product.
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